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64 kanaal EEG

Real Time Monitoring

24-uurs EEG Holter

EEG / PolySomnoGrafie

HL-7 VDI Citrix EDF2

Gesychroniseerde Video/Audio

NeuroSpeed DigitalEEG Systeem



AlphaEEG-GRLT

General
Operation  

Power Supply

Input current 

Dimensions 

Weight

Environment

Storage

Safety
Classification

EEG/PSG Amplifier
EEG amplifier (referential)

Bipolar

Event

PC-interface

Power supply

Calibration

Impedance test

Input Noise

Input Impedance

Digital Resolution

Bandwidth

Full scale range

CMRR

Sampling rates

Continuous operation with no restrictions

220-240 V~ / 50 Hz

1,5 A max.

W x D x H 57 x 78 x 170 cm

41 kg

10 °C to 40 °C / relative humidity max. 80 % (non-condensing)

-10 °C to 50 °C

EN60601-1 Class IIa, CF applied part, MDD 93/42/EEC Class 2A

32 (channels 1-32) referential plus REF and GND inputs

6 (channels 33-38), 33 for ECG

One channel (optional event button)

TCP/IP RJ-45 socket

PoE

Calibration waveform available on all channels

Impedance test available on all channels; connector glows orange if impedance is above user set 

threshold (start impedance test also on headbox)

Via software (graphic display with impedance values)

Typ. 1,5 µVpp at 256 Hz

>100 MΩ

24 Bit

0 Hz to 71 Hz at 256 sps, 143 Hz at 512 sps, 284 Hz at 1024 sps, 580 Hz at 2048 sps

600 mVpp

>100 dB

256 / 512 / 1024 / 2048 sps

Radiated emission

Mounting

Photic Stimulator
Type

Connection

Frequency/Intensity

Control

Mounting

Camera
Type

Resolution/Lens

Audio

Control

Electrostatic Discharge All inputs/outputs protected against Electrostatic discharge according to IEC 61000-4-2

Below limits according to IEC 61000-4-3

Mounting on 5-wheel stand (optional arm for cart mounting)

AlphaFlash-GR, white flashes

Via PoE

0,5 to 35 Hz

Software controlled, any number of user-definable sequences (frequency, duration, pause)

Flexible arm mounted on system cart (Option: mounting on 5-wheel stand)

PTZ Domecamera (PoE, H.264)

1920x1080 to 320x180 / Varifocal. 2.2–11.0 mm, F1.4–F2.5

One-way

Via NeuroSpeed Software
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EEG Software (NeuroSpeed)
Record/review

Setting/Montages/Markers

Monitors

Video

User interface

Export/Import/HIS

Options

Database

Datastorage

Archive

Computer
PC

System cart
Type

Adjustment

Keyboard/mouse

Camera mounting

Isolation transformer

Up to 256 channel-recording, real-time review via network

User defined settings, montages, sequences, markers, report-templates

Single/split screen or dual screen (option)

1 or 2 cameras with individual control via software (with video option)

Graphic Working Plan user interface

Export/import, EDF/EDF+, GDT, HL-7, DICOM (optional), AlphaView (option)

qEEG/mapping _ Trend _ NeuroTrend _ 3D Source _ Spike/seizure

Database local or networked

Local or on network server

On network server, DICOM (optional)

AiO Non Touch 23,8Inch i7-9700T 16GB 512GB M.2 PCIe SSD UMA DVD-RW WLAN BT W10P

Medical cart with ultra-smooth gliding casters

Sit-to-stand height adjustment

Side-to-side keyboard motion and an adjustable back-tilt keyboard tray

Height adjustable pole mounting (Option: wall mount)

Medical grade, 220-240 V~, 300 VA
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